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Model:TMPM-210230-0311-4.3

Feature:

® Qutput Frequency: 210-230GHz
* Qutput Power : 11 dBm Typ

* Low power consumption
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G-Band Passive Frequency Tripler
X3, 210-230 GHz ,11 dBm Output Power,

H S 44 Electrical:
S #Parameter Min. Typ. Max. B {\TUnits
i 3R Output Frequency 210 230 GHz
#i IR Output Power 11 dBm
SR Input Frequency 70 76.67 GHz
AT Input Power 25 dBm
fE4REL Multiply Factor 3

P45 Mechanical :

S ¥ Parameter

$8%% Value B T Units

%1 32 0 Output Connector

WR12/UG-387/U

1 \3Z HInput Connector

WR-4.3/UG-387/U

R~ Size

14x19%19 mm

%3+ B A {8 Absolute Maximum Ratings:

S ¥ Parameter 1845 Value
B RE HE E Supply Bias Voltage TBD
#AIIZE RF Input Power 25dBm

ESDR 8 E ESD sensitivity (HBm)

Class 0, passed 150V

Available 220V System
Benchtop Active
Multiplier
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$ME R < Outline Drawing:

i3 FEIAEE Environmental Conditions:

Unit: mm(Inches)
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OBSERVE PRECAUTIONS
ELECTROSTATIC SENSITIVE
DEVICES

J
S ¥ Parameter Min. Typ. Max. T Units
¥ 1E/EE Operating Temperature 0 +50 °c
158 E Non-operating Temperature -25 +65 °C
HAXHE FE Relative humidity 95 %
Y Altitude 50,000 feet
3] Shock / Vibration(MIL-STD-810F) 25g rms (15 degree 2KHz) endurance, 1 hour per axis
/M5 Shock(non operating) 20G for 11msc half sin wave,3 axis both directions
1715 & Ordering Information:
7RIS Part Number R Description RRA S Revision
G-Band Passive Frequency Tripler
TMPM-210230-0311-4.3 X3, 210-230 GHz ,11 dBm Output Power,WR-12 I
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