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U-Band, Active Frequency Multiplier
WR-19/X4/40-60GHz/21dBm Output Power Model: TMAM-040060-0420-19
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TMAM-040060-0420-19 is an active X4 frequency multiplier. The multiplier has an input frequency of 10 to 15 GHz with
a typical input power of +5 dBm and an output frequency of 40 to 60 GHz with a typical output power of +21 dBm. The
DC power requirement for the multiplier is +12 V DC/180 mA. The input port configuration is a female SMA connector
and the output is a WR-19 waveguide with a UG-383/U-M anti-cocking flange.

Features:

¢ Qutput Frequency:40-60GHz
e Output Power :21dBm Min

* Low power consumption

Applications:
* Frequency Extenders
e THz Systems

B 5S4 Electrical Characteristics:

2 ¥ Parameter Min BT Units

3K Output Frequency 40 60 GHz

1 H I13E Output Power 21 dBm

B AIIR Input Frequency 10 15 GHz

i NI Input Power 3 5 7 dBm

fE3REL Multiply Factor 4

T3] Harmonic Suppression -30 dBc
{HtEB B8 & DC Voltage 12 \Yj

HEE3% DC Supply Current 180 mA

PLFF1E Mechanical Specifications:

S# Parameter $8#% value BT Units
#i444% 0 Output Connector WR-19/UG-383/U
# A\ O Input Connector SMA Female
EiR{RE DC Bias Solder Pin
Rt size 50*30*30 mm
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4 X B¢ A {H Absolute Maximum Ratings:

S Parameter 847 Value

HEREE X Supply Bias Voltage +12V
I A\IIZE RF Input Power +10 dBm
ESD R 8E ESD sensitivity (HBm) Class 0, passed 150V
9MF2 B Outline Drawing: Unit:mm; Tolerance:+0.1mm
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***Heat Sink Required During Operation ‘ =Bl
adanhere to precautions

\ to prevent electrostatic
. damage.
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;5 FE IR Environmental Conditions:
S ¥ Parameter Min Typ Max B AT Units
2158 E Operating Temperature -10 +65 °Cc
FHERE Non- -operating Temperature -45 +85 °C
18XSE E Relative humidity 95 %
IR Altitude 50,000 feet
E ) Shock / Vibration(MIL-STD-810F) 25g rms (15 degree 2KHz) endurance, 1 hour per axis
AT Shock(non operating) 20G for 11msc half sin wave,3 axis both directions

175845 B Ordering Information:

#RAEES Base Number #4532 Description KR 7S Revision

Active Multiplier,X4,40-60GHz, Output

TMAM-040060-0420-19 Power:21dBm,WR-19/UG-383/U,SMA Female Rev.1.1
B 7Y #h 2% Typical Performance Data:
Output Power vs Frequency
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40 42 44 46 48 50 52 54 56 58 60
Frequency(GHz)

Note: Above data is for ref only, actual data may vary from unit to unit depending on operating environment
and other factors like material lots etc.
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# 7Y th 2% Typical Performance Data:

Harmonic Suppression vs Frequency

— 3th Harmonic
-10 —— 5th Harmonic
-20 —e— 6th Harmonic

Harmonic Suppression(dBc)
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40 45 50 55 60

Frequency(GHz)

Note: Above data is for ref only, actual data may vary from unit to unit depending on operating environment
and other factors like material lots etc.



