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SP3T to SP6T Electromechanical Switch
Pulse Latching , DC to 40 GHz, 2.92mm, TTL, Terminated,D-SUB

S Z2¥ Electrical Characteristics:

Z ¥ Parameter {585 Value
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SR SE B Frequency Range DC-40 GHz
FE#1 RF Impedance 50 Ohms
FF<1#E 3 Operation Mode Pulse Latching
TTL 88/ TTL Voltage g__g'_i \\’/((%LF))
FF &M Switch Sequence Break before make
P2 B 8] Switching time 15 ms Max

Fr% 4 Standard Actuator Life

2 million Min

M E I ZE Termination Power CW

2W

IX®hE [E Actuator Voltage Available

12 24 28V

IX % B 37 Actuator current

300 160 140 mA

Available with USB &

5% RF Specifications:

Ethernet Control! /

SR SE B Frequency (GHz) DC-6

}H1#5 Insertion Loss (dB max.) 0.3

PR = Isolation (dB min.) 70

¥ 5% VSWR (max.) 1.3:1

SE15Th# RF Power CW
(Watts max.)

6-12 12-18 18-26.5 26.5-40
0.4 0.5 0.8 1.3
60 60 55 50
1.4:1 1.5:1 1.9:1 2.1:1
80 50 45 15 8

FRIEF Y FE4E M4 Envrionmental And Physical Characteristics:

Z ¥ Parameter #&H7 Value

BIERE OperatingTemperature

-25°C to +65°C(Standard )
-55°C - +85°C(Optional)

E )] Vibration(operating)

10G RMS, 20-2000HZ

s Shock(non operating)

50G, 1/2Sine, 12msec

S45513% M Connector Type

2.92mm Female

$2#]#£ O Control Connector

D-SUB 15 PIN Male

E & Weight

350g Max
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Talent Switch
RTE-XXXXXXXX
SN _ 15 PIN D-SUB RF Connect Used
@%@ﬁ a8 Pin NO FUNCTION SP3T SPAT SP5T SP6T
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[58.40] 15 +VDC

RIS Part Number:
WHERLS Part Number IXZ B R

Actuator
SPAT SP5T voltage

R13-KL12T40-DT R14-KL12T40-DT R15-KL12T40-DT R16-KL12T40-DT 12V

-S(-55°C -

R13-KL24T40-DT R14-KL24T40-DT R15-KL24T40-DT R16-KL24T40-DT 24V +85°C)

R13-KL28T40-DT R14-KL28T40-DT R15-KL28T40-DT R16-KL28T40-DT 28V




Suzhou Talent Microwave,In
2 ?% N ig_& N +86-0512-62657975
8 | Vi

Vd AY ) sales@talentmw.com
l Talent Microwave www.talentmw.com

HAI 2R Typical Performance Data:

VSWR

IL (dB)

Isolation (dB)
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